






LOW PROFILE

HOW LOW CAN YOU GO? 
All of these tailgate spreaders feature a low profi le design 
which provides an unobstructed rear view from the cab. 
They’re ideal for spreading dry #1 rock salt, calcium 
chloride and other de-icing materials.

RECEIVER HITCH MOUNT 
A Class IV receiver hitch mount 
is standard on Model 2500 and 
optional on Model 1000. A Class III 
receiver hitch mount is standard on 
Model 500. No tools are required to 
install or remove the spreader.
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MODEL 500

MODEL 1000

MODEL 500
• Designed for compact pickups or SUVs with a Class III   
   trailer hitch
• 5 cu. ft. capacity poly hopper
• 1/3-HP, 12V DC sealed motor and direct drive auger
• Choice of “on/off ” switch or variable speed control
• Poly spinner and ratchet straps are standard
• Optional top screen and adjustable defl ector
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MODEL 2500

MODEL 1000
• Poly hopper has 8 cu. ft. capacity
• 1/3-HP, 12V DC motor mounted inside a sealed housing
   in the hopper for corrosion protection
• Powder-coated steel auger and agitator
•  Choice of in-cab “on/off ” switch or variable speed control
• Choose “On-Bumper” mounting system, dual “Swing-Away”  
 design (which allows the empty spreader to swing out of the  
 way for easy access to the truck’s tailgate and bed) or Class  
 IV receiver hitch mount

MODEL 2500
• 9.5 cu. ft. capacity high-density polyethylene hopper 
• 1/3-HP, 12V hi-torque motor located in a sealed housing
   in the hopper
• Adjustable feed gate with positive material fl ow shut-off
• Adjustable material defl ectors
• 15" polyurethane spinner
• Receiver hitch mount and nylon ratchet straps
• Molded polyethylene cover
•  Choice of in-cab “on/off ” switch or variable speed control

VARIABLE SPEED CONTROL
Available as an option for all
Low Profi le models.



GO WITH THE FLO
Capable of spreading all types of material, including wet sand,
the PRO-FLO™ 2 sets the standard for tailgate-type spreaders.

•  Poly hopper has 10 cu. ft. capacity
• 1/3-HP, 12V DC motor with belt reduction drive
• Large, 15 1/2" poly spinner increases spread pattern
• Spreader height, feed gate and defl ectors are all adjustable
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VARIABLE SPEED CONTROL 
Available as an option
on the PRO-FLO™ 2.

TWO-STAGE DELIVERY 
Two-stage design features a 16" belt conveyor 
to assure positive feed with all materials.

FRAME MOUNT
The under-bed frame  
mount includes a Class 
IV receiver hitch and is 
available as an option for 
the PRO-FLO™ 2.

THE PRO-FLO™ 2
ALSO INCLUDES:
• Center high-mounted stoplight
•  Choice of in-cab “on/off ” switch or variable speed control
•  Choice of two mounting systems: in-bed truss mount

or under-bed frame vehicle-specifi c mount which includes
  a Class IV receiver hitch
   

PRO-FLO
™  2
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DISTRIBUTOR DIRECTORY
Visit the distributor directory 
for a dealer near you.

PUBLICATIONS LIBRARY /
Search and view technical publications 
for WESTERN® products.

PRODUCTS
Get details and specs on all 
WESTERN® plows, spreaders
and accessories.

VIDEO LIBRARY
View WESTERN® products in action. The snowplow application system 

identifi es which WESTERN® plows 
are compatible with your vehicle.

WANT MORE INFO?

Visit westernplows.com
For over 55 years, WESTERN® snowplows have been the choice
of the professional snowplower. Our website, westernplows.com, houses 
a variety of useful information for plowers. Here are just a few of the 
valuable features you’ll fi nd online:



 Body Hopper Dimensions Hopper Capacity Capacity Spreading  Power Unit Options
 Side Construction Overall Length x  Weight* Struck Rounded Width 10 HP I/C 11 HP I/C    Hydraulic**  
 Length  Width x Height (Gas Models) Cu. Yd. Cu. Yd.  Tecumseh Honda 

ICE BREAKER™ SPREADER SPECIFICATIONS
Vehicle

Application

3/4 and
1 Ton

Pick-up
Trucks
(over

8500 lbs.
GVWR)

Dump Body
or Flat Bed

Trucks
(above

15,000 lbs.
GVWR)

 Model 500 Polyethylene 75 lbs. 5 cu. ft. 3'-30' 34'' x 39'' 1/3 HP 10'' Salt Vehicles with
 Low Profi le  with mount    x 21''    Class III Hitch

 Model 1000 Polyethylene 105 lbs. 8 cu. ft. 3'-30' 35'' x 501/2'' 1/3 HP 10'' Salt Full-Size Trucks
 Low Profi le  w/o mount    x 191/2''   

 Model 2500 Polyethylene 105 lbs. 9.5 cu. ft. 3'-30' 40'' x 50'' 1/3 HP 15'' Salt Full-Size Trucks
 Low Profi le  with mount    x 25''    

 PRO-FLO™ 2 Polyethylene 235 lbs. 10 cu. ft. 5'-20' 46'' x 46'' 1/3 HP 151/2'' Sand 3/4 & 1 Ton
 (2-Stage)  w/o mount    x 24''   & Salt 

 Tailgate Hopper Approximate Capacity Spreading Dimensions Motor Spinner Materials Vehicle 
 Spreader Construction Wt. Empty  Width H x W x L Size Size  Application

TAILGATE SPREADER SPECIFICATIONS

 * Hydraulic models weigh 150 lbs. less than like-length gas models.
* * Dual Hydraulic Drive – An optional hydraulic-powered spinner chute is available for hydraulic models.

 Poly Electric Hopper Approximate Capacity Spreading Length Width Height Poly Spinner
 Hopper Spreader Conveyor Wt. Empty Cu. Yd. Width    Diameter

TORNADO™ POLY/ELECTRIC HOPPER SPREADER SPECIFICATIONS

See dealer for details.
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 TORNADO™ 16'' 550 lbs. 1.25  2'-40' 84'' 50'' 37'' 151/2''

Form No. 63589

 7' 12 gauge steel 103'' x 503/4'' x 32'' 640 lbs. 1.7 2.2 2'-40'  X   

 7' 14 gauge SS 103'' x 503/4'' x 32'' 600 lbs. 1.7 2.2 2'-40'   X

 8' 12 gauge steel 115'' x 503/4'' x 32'' 750 lbs. 2.0 2.5 2'-40'  X X X

 8' 14 gauge SS 115'' x 503/4'' x 32'' 700 lbs. 2.0 2.5 2'-40'  X X X

 8' 12 gauge steel 115'' x 58'' x 371/2'' 800 lbs. 2.6 3.2 2'-40'  X X X

 8' 12 gauge SS 115'' x 58'' x 371/2'' 800 lbs. 2.6 3.2 2'-40'  X X X

 9' 12 gauge steel 127'' x 58'' x 371/2'' 900 lbs. 2.9 3.6 2'-40'  X

 9' 12 gauge SS 127'' x 58'' x 371/2'' 900 lbs. 2.9 3.6 2'-40'  X

 10' 12 gauge steel 139'' x 58'' x 371/2'' 1000 lbs. 3.3 4.1 2'-40'  X X X

 10' 12 gauge SS 139'' x 58'' x 371/2'' 1000 lbs. 3.3 4.1 2'-40'   X X X




